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ZDMI2053
2MP Full HD IR Bullet Camera

Features 

1/2.7” 2Megapixel progressive CMOS

Max 25/30fps@2M(1920×1080) 

DWDR, Day/Night(ICR), 2DNR,HLC,BLC

3.6mm fixed lens

Max. IR LEDs Length 50m , Smart IR

Mul� - formats 4 in 1
IP67,  DC12V

System

Main Processor Embedded  Processor

Opera�ng System Embedded LINUX

Display

Interface 1 HDMI ,1 VGA

Resolu�on 1920×1080, 1280×1024, 1280×720, 1024×768

Mul�-screen Display 1/4/6

OSD Camera �tle, Time, Video loss, Camera lock, Mo�on 
detec�on, Recording
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Model  ZDMI2053  

Image Sensor 1/2.7” 2Megapixel  CMOS  

Effec�ve Pixels 1920(H)*1080(V)  

Frame Rate  25/30fps@1080P, 25/30/50/60 fps@720P  

Electronic Shu�er PAL:1/25 ~1/10000, NTSC:1/30 ~1/10000  

Min. Illumina�on 0.02Lux@F2.0, 0Lux IR on  

S/N Ra�o  > 6 5 dB  

Video Output 1 channel BNC  
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Camera Features

OSD   English  

Day/Night  Auto(ICR) / Color / B/W  

Backlight Compensa�on BLC / HLC / DWDR  

White Balance A uto  / Manual  

Gain Control Auto / Manual  

Noise Reduc�on 2D  

Privacy Masking Up to 4 areas  

Max. IR LEDs Length 3.6mm lens up to 30m (6mm lens up to 50m)  

Picture Adjustment Mirror / Brightness / Contrast / Sharpness / Smart IR  

Lens  

Focal  Length 3.6mm (6mm op�onal)  

Max Aperture F2.0  

Focus Control Manual  

Angle of View 3.6mm H:87° V: 46.4° D:103.8°  
 

Lens Type  Fixed lens  

Mount Type Board - in Type  

General  

Power Supply DC12V±25 %  

Power Consump�on Max 5.28  

Working Environment -  40 C~ +  60 C  (- 40 °° ° F ~ +140°F)  

Dimensions Φ 194mm× 96mm× 89mm  

Weight  612g  


