
Features

Specifi cation

ZAR602X
600TVL CMOS Camera

CMOS 1/3" 600TVL, Korea chipset PC1089K • 
Day & Night with ICR filter  • 

• 23pcs Φ 5 Led, 3.6/6mm fixed lens 
• IR range: 20m 

Plastic Dome, White/Black case optional • 

www.innekt.com

Model No. ZAR602X

Image Sensor CMOS 1/3", Korea chipset PC1089K 

Scanning System 2:1 Interlace 

Total Pixel PAL:720H*480V 

Horizontal Resolution 600TVL 

Min. Illumination 0.8Lux@F1.2, 0Lux (IR ON) 

S/N Ratio ≧48dB 

Video Output CVBS:1.0Vp-p/75Ω Composite 

Gamma Correction 0.45 

Frequency H:15.734 KHz/V:15.625KHz/V:50Hz 

Sync. System Internal Synchronization 

Shutter Speed 1/50(1/60) - 1/100000 sec 

White Balance Auto 

BLC Auto 

Power Supply DC12V±5﹪ 

Power Consumption ≤6W 

Humidity ≦85%RH 

Operation Temp. -10℃~+50℃ 

IR Led 23pcs Φ5 Led, 20m IR range 

Lens Type 3.6/6mm fixed lens optional 

Weight 0.23kg 


